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COMPLETE MANUALS, CARBURETOR TOOLS AND GAUGES 
ARE AVAILABLE THROUGH DELCO DISTRIBUTORS 

PLACE GAGE BETWEEN LOWER 
EDGE OF CHOKE VALVE AND @ CLOSE CHOKE 
AIR HORN WALL 

HIGHEST STEP 

CHOKE ROD ADJUSTMENT (FAST IDLE CAM) 
FIG. 7 

@ PLACE GAGE BETWEEN LOWER 
EDGE OF CHOKE VALVE AND 
WALL OF AIR HORN 

0 THROTTLE VALVE 

BEND TAN 
LEVER TO 
PROPER SETTING 

UNLOADER ADJUSTMENT 
FIG. 8 

- - 

Carburetor 

SECOND STEP OF FAST IDLE 
EXT TO HIGH STEP) 

BEND FAST IDLE TANG 
UP OR DOWN TO ADJUST 

BETWEEN IDLE SCREW AND 
THROTTLE LEVER 

FAST IDLE ADJUSTMENT 
(AUTOMATIC CHOKE) 

FIG. 9 

CARBURETOR SYNCHRONIZATION 
PROCEDURE 

REFER TO 9 0  6 MODEL H HV SERVICE MANUAL 
FOR CARBURETOR IDLE SYNCHRONIZATION 
ANO4-CARBURETOR INSTALLATION LINKAGE 
ADJUSTMENT 
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FILE AFTER BULLETIN 90-6A 

ADJUSTMENT AND TUNE UP SPECIFICATIONS 

MODELS "H" "HV" 

SECONDARY CONTOUR I I 
THROTTLE VALVE L'KOUT 1 
CHOKE SETTING 1 1 ~ o t t o m  Bottom Bottom 

- 

ADJUSTMENT SPECl FlCATlONS 

I I 4 

CARBURETORMODEL 
CARBURETOR NO. 

H 

7015300 

7015310 

7015311 

7015319 

of rod 
even 
wlth 
mp of 
hole 

caps on din. - -  
set at I ~ ~ - B T D C  

IDLE R. P. M. - A I R  COND. 
FAST IDLE 

DWELL 
POINT GAP 
SPARK PLUG GAP 
TIMING -Vacuum advance 
line MUST be disconnected 
and fitting plugged. 

H 

7019100 

7019101 

7019107 

7019110 

7019111 

7019117 

10 

TUNE UP SPECl FlCATlONS 

Hi Perf 6W.N 

2200 

3 4 O  

,016 

,035 

4"-BTDC @ Idle 

except models 
with black oiler 

I 

HV 

7020100 

7020101 

of rod 
even 
wtth 
mp of 
hole 

IDLE R. P. M. 

@Idle 

Hi Perf 600-N 

,045 (Fig. 51 

3 8  

,016 

,035 

N T  13' - BTOC 
MIT 4' - BTDC 

@Idle 

CO.WD. 131, 132:16,9X,9FR,9FD PRINTED IN U S A .  
@ 1971 .GENERAL MOTORS COUP. 

-- , 

HV 

7023100 

70231 01 

7023102 

10 

AIT 500D 

M/T 500-N 

HV 

7023182 

Hi Perf 600-N 

AIT .OM) 
M,T ,050 (Fig. 91 

34" 
,016 

,035 

N T  1 2  - BTDC 
MIT 4' - BTDC 

@Idle 

of rod 
ewn 
~ 8 t h  
top of 
hole 

N T  5 W D  

M/T 500-N 

10 

Hi Perf 600-N 

AIT ,065 
MIT ,050 (Fig. 91 

34- 

,016 

,035 

AIT 130 . BTDC 
MIT 4' . BTDC 

@Idle 

AIT 500-D 

M/T 500-N 

- 

AlT 5000 

MIT 500N 
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ADJUSTMENT AND TUNE UP SPEClFlCATlONS 

and fitting plugged. 

top Of top of top of top of 
hole hole hole hole 

TUNE UP SPECIFICATIONS 

'NOTE: Pump Rod Should bestraight on A.I.R. Units, 

95-HP-500 110 & 140 HP-650 
95 HP M/T 500N 

other MIT 600-N 5M)-N 
IDLE R.P.M. 

AIT 5 0 0 0  

MIT 500-N 



- - 
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FILE AFTER BULLETIN 90-6A 

ADJUSTMENT AND TUNE UP SPECIFICATIONS 

MODELS "H" "HV" 

I ADJUSTMENT SPECIFICATIONS I 

CARBURETOR MODEL H 

of rod 

even 

with 

top of 

1 TUNE UP SPECIFICATIONS 1 

CARBURETOR NO. 

Of rod 

even 

with 

tOD of 
hole 

CO. WD. 131.132:16.9X. 9FR.9FD 'With oDtiOnal Battery-No. 46FF plug ,035 PRINTED I N  U.S.A. 
1971 .GENERAL MOTORS CORP. 

H V  

hole 

HV 

I 7027026 7028004 7028005 
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